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Abbildung dhnlich

Mporpamma noctaBoK
OcHoBHas thyHKuuA CbopHan WwuHa

OcHoBHaf thyHKLNA AONONHUTENBHOMO OCHALLEHNA CHopHaa WuHa ANA IMHEAHOTO 3aLWNUTHOTO aBTOMaTa
C6opHas wuHa ana auddepeHunanbHom 3aluuTbl
CBopHan WrHa ana nepeknoyaTens KoMGMHMpOBaHHOM 3awwmTel FI/LS

Tun c60pHOIA WHKHBI TpexdasH.

AccopTUMEHT EVG

TexHnyeckune xapaxktepuctukm cornacio ETIM 7.0
Low-voltage industrial components (EG000017) / Phase busbar (EC000215)

IneKTpoTeXHMKA, INEKTPOHIUKA, CUCTEeMbl aBTOMaTU3aLmun / Hu3koBonbTHaA KoMMyTaLumuoHHas TexHuka / Component for low-voltage switching technology / Phase busbar
(ecl@ss10.0.1-27-37-13-06 [ACN992011])

Number of phases 3
Number of poles 3
Suitable for number of devices 5
Pitch dimensions mm 0
Cross section mm? 16
Length mm 284.8
Number of modular spacings 16
Rated permanent current lu A 80
Type of electric connection Fork
Insulated Yes
Rated surge voltage kV 4
Conditioned rated short-circuit current Iq kA 25
Max. rated operation voltage Ue Vv 415
Rated short-time withstand current lcw kA 0
Suitable for devices with N-busbar No
Suitable for devices with auxiliary switch No
Pa3smepbl
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